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Abstract   

        The study was conducted in Al-Dalamjs marsh, which is located in the northeastern part of Al-

Diwaniyah governorate, between Al-Diwaniyah and Wasit provinces, and it follows the 

administrative district of Afak, specifically the north of the district. Its area is estimated at 120,000 

donams, which located between latitudes 32.20 and 32.00, and longitudes 45.20 and 45.40 (general 

estuary). For the purpose of preparing a map of soil salinity based on the values of the salt index 

after testing several equations for its estimation and the values of the modified vegetation, where 

the region was divided into four classes depending on spectral reflectivity. Pedons were made that 

described morphologocaly, soil sample were taken from surface and auger hole to measure 

electrical conductivity. The results showed the possibility of relying on the techniques of remote 

sensing and geographic information systems in preparing the soil salinity map for the studied area 

and with a highly significant determination parameter of 0.93 as the study area was divided into 

four classes that ranged between low salinity and which constituted a percentage of 38.4% of the 

study area and the moderate salinity and formed With a limit of 28.8%, and the class of saline soils 

accounted for 12% and the highly saline variety, which constituted around 20.2% of the study area, 

and these results correspond to the distribution of vegetation cover of the region. 
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 (  مواقع حفر الاوكر والعينات السطحية 2شكل )



 Al-Qadisiyah Journal For Humanities Sciences    Vol.(23)   No.(1)  year (2020) 
 

Page  74 |   http://qu.edu.iq/journalart/index.php/QJHS   

 

 ( المعادلات المستخدمة لحساب الادلة الطيفية 1جدول ) 

 المصدر  المعادلة  لدليل الطيفي ا

SI1 SI1=Sqrt(B3الدليل الملحي 
2+B4

2) Azabdaftari,2016 

 SI2  SI2= Sqrt(B3*B4) Azabdaftari,2016الدليل الملحي

 SI3  SI3=B2*B4 Azabdaftari,2016الدليل الملحي

 SI4 SI4=(B4*B5)/B3 Azabdaftari,2016الدليل الملحي 

 SI5 SI5=B2/B4 Azabdaftari,2016الدليل الملحي 

دليل الغطاء النباتي الطبيعي 

NDVI 

NDVI=B5-B4/B5+B4 Khan2005 

دليل الغطاء النباتي المعدل 

GDVI 

GDVI=B52-B42/B52+B42 Khan2005 

 

 النتائج  والمناقشة:

ا والمقدرة اعتمادا على العلاقة بين قيم الايصالية الكهربائية المقاسة مختبري 3تبين النتائج في الشكل         

بعد  Wu et al (2014)المعادلات المختلقة  لقيم الدليل الملجي بعد تطبيقها في المعادلة المقترحة من قبل 

 اجراء اختبارات عديدة على استخدام كل من دليل الغطاء الخضري الطبيعي والمعدل في الحسابات .

EC=4011.866-33.318Ln GDVI-4044.696 esi 
+4608508 SI                             
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 SI2معادلة الدليل الطيفي  SI1معادلة الدليل الطيفي 
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 SI4معادلة الدليل الطيفي  SI3معادلة الدليل الطيفي 

 

 SI5معادلة الدليل الطيفي 

 دلات المختلفة لحساب الدليل الملحي. العلاقة بين قيم الايصالية الكهربائية المقاسة والمقدرة باستخدام المعا 3شكل 

 

 . التوزيع المكاني لقيم الدليل الملحي لمنطقة الدراسة  4شكل 
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 الاستنتاجات

امكانية استخدام تقانتي الاستشعار عن بعد ونظم المعلومات الجرافية لاعداد خرائط ملوحة التربة وبدقة عالية 

 ضري المعدل وباستحدام الدليل الملحي ودليل الغطاء الخ
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